UKCA TYPE ntertek

Total Quality. Assured.

Manufacturer : Polaris Industries Inc.
2100 Highway 55, Medina, MN 55340-9800, USA

Issue Date : 22 April 2022
APPROVED BODY AB0362 Expiry Date : 22 April 2027
The motorcycle gloves detailed Certificate No. : LECFIO0385958
herein meets the criteria of a UKCA
Type Examination in accordance Product Reference(s) : 2862848 Indian Motorcycle Men’s Classic Glove 2

with Regulation 2016/425 on
personal protective equipment, as

2862849 Indian Motorcycle Women’s Classic Glove 2

amended to apply in GB - Essential

Health and Safety Requirements Product Type : Protective gloves for motorcycle riders
(Annex Il of EU Regulation
2016/425) for category Il products. Description : Motorcyclist’s gloves made from black goatskin throughout, with

black conductive goatskin to tips of index fingers, perforated

This has been shown through . . W
goatskin to the knuckles, drum-dyed goatskin cuff binding, and

satisfactory testing to

EN 13594:2015 and examination of lined throughout with black Tricot polyester
the Technical File Documentation.
Level of Protection . Level 1
ITS Testing Services (UK) Ltd.
Centre Court Mens size range : S—4XL
Meridian Business Park Womens size range : S-XL
Leicester, LE19 1WD Colours - Black

United Kingdom
Phone: +44 (0)116 263 0330

Assessor: V/IW/&CE«M, Date:  22/04/2022

Certification Manager: \ Date:  22/04/2022

For and on behalf of ITS Testing Services (UK) Limited

intertek.com Registered in England No. 1408264 Registered Office: Academy Place, 1-9 Brook Street, Brentwood, Essex CM14 5NQ

This certificate is for the exclusive use of Intertek’s Client and is provided pursuant to the Certification agreement between Intertek and its Client. Intertek’s responsibility and liability are
limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage
occasioned by the use of this Certificate. Only the client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Use of Intertek’s Certification mark is
restricted to the conditions laid out in the agreement and in this Certificate. Any further use of the Intertek name for the sale or advertisement of the tested material, product or service must
first be approved in writing by Intertek.



